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B O D Y V E N T  ( B L E E D E R )  F I T T I N G S

PLEASE CONSULT FACTORY FOR PRODUCT AVAILABILITIES. **TC=Tungsten Carbide ~ Other materials and plating available upon request.

For Service to 10,000 PSI

Hex Socket Head Style

Optional Style of Body Vent (Bleeder) Fittings

440 SS

440 SS

440 SS

440 SS

**TC**

TC

TC

TC

3/4" NPT

1/2" NPT

3/8" NPT

1/4" NPT

BV10N6-10-T1
BV10N6-C0-T1
BV10N6-80-T1
BV10N4-10-T1
BV10N4-C0-T1
BV10N4-80-T1
BV10N3-10-T1
BV10N3-C0-T1
BV10N3-80-T1
BV10N2-10-T1
BV10N2-C0-T1
BV10N2-80-T1

BV34-AH
BV34-AH-2
BV34-AH-3
BV12-AH
BV12-AH-2
BV12-AH-3
BV38-AH
BV38-AH-2
BV38-AH-3
BV14-AH
BV14-AH-2
BV14-AH-3

1-1/8"

7/8"

7/8"

7/8"

1-5/8"

1-1/2"

1-9/16"

1-5/8"

1215
316 SS
4140
1215

316 SS
4140
1215

316 SS
4140
1215

316 SS
4140

Zinc-Cobalt
- - -

Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt

1-1/8"

7/8"

7/8"

7/8"

1-5/8"

1-1/2"

1-9/16"

1-5/8"

MATERIAL NEW PART NO. HEX SIZE OAL PLATING HEAT TREATMENT BALLTHREAD SIZE OLD VESTA
.PART NO.

- - -
Annealed (NACE)

Rc 22 Max (NACE)
- - -

Annealed (NACE)
Rc 22 Max (NACE)

- - -
Annealed (NACE)

Rc 22 Max (NACE)
- - -

Annealed (NACE)
Rc 22 Max (NACE)

For Service to 10,000 PSI

Standard Hex Head Style

Zinc-Cobalt
- - -

Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt
Zinc-Cobalt

- - -
Zinc-Cobalt

1-1/2" NPT

1" NPT

3/4" NPT

1/2" NPT

3/8" NPT

1/4" NPT

1-1/4" NPT

BV10N12-10
BV10N12-C0
BV10N12-80
BV10N10-10
BV10N10-C0
BV10N10-80
BV10N8-10
BV10N8-C0
BV10N8-80
BV10N6-10
BV10N6-C0
BV10N6-80
BV10N4-10
BV10N4-C0
BV10N4-80
BV10N3-10
BV10N3-C0
BV10N3-80
BV10N2-10
BV10N2-C0
BV10N2-80

BV112
BV112-2
BV112-3
BV114
BV114-2
BV114-3
BV1
BV1-2
BV1-3
BV34
BV34-2
BV34-3
BV12
BV12-2
BV12-3
BV38
BV38-2
BV38-3
BV14
BV14-2
BV14-3

- - -
- - -
- - -
- - -
- - -
- - -

A7-506-10
A7-506-C0

- - -
- - -
- - -
- - -

A7-501-10
A7-501-C0
A7-501-80
A7-500-10
A7-500-C0
A7-500-80

- - -
- - -
- - -

2"

1-3/4"

1-5/16"

1-1/8"

7/8"

7/8"

7/8"

2-5/8"

2-5/16"

2-3/16"

1-5/8"

1-1/2"

1-9/16"

1-5/8"

1215
316 SS
4140
1215

316 SS
4140
1215

316 SS
4140
1215

316 SS
4140
1215

316 SS
4140
1215

316 SS
4140
1215

316 SS
4140

2" 2-5/8"

2-5/16"

2-3/16"

1-5/8"

1-1/2"

1-9/16"

1-5/8"

1-3/4"

1-5/16"

1-1/8"

7/8"

7/8"

7/8"

MATERIAL HEX SIZE OAL PLATING HEAT TREATMENT BALL

- - -
Annealed (NACE)

Rc 22 Max (NACE)
- - -

Annealed (NACE)
Rc 22 Max (NACE)

- - -
Annealed (NACE)

Rc 22 Max (NACE)
- - -

Annealed (NACE)
Rc 22 Max (NACE)

- - -
Annealed (NACE)

Rc 22 Max (NACE)
- - -

Annealed (NACE)
Rc 22 Max (NACE)

- - -
Annealed (NACE)

Rc 22 Max (NACE)

440 SS

440 SS

440 SS

440 SS

440 SS

440 SS

440 SS

OLD VESTA
.PART NO.

NEW
.PART NO.

OLD PGI
.PART NO.

NUT

GROOVE PIN

1/2" -20
L.H. THREADS

7/8" TO 1-3/8" HEX

VENTING PORT

1/2" TO 1" NPT

METAL-TO-METAL
SEAL

1" NPT

3/4" NPT

1/2" NPT

1018
316 SS
1018

316 SS
1018

316 SS

4140
K-Monel®

4140
K-Monel®

4140
17-4 pH

BV1-C-10
BV1-C-2
BV34-C-10
BV34-C-2
BV12-C-10
BV12-C-2

THREAD
SIZE BODY STEM

PART NO. 1/2" SQUARE HEAD

5/8"-18 UNF THREADS

SET SCREW STEM
RETAINER

O-RING SEAL
PREVENTS LEAKAGE
THRU STEM CAVITY
WHEN VENTING

VENTING PORT
1/8" NPT THREADS

1-1/8" HEX

METAL-TO-METAL
SEAL

1/2" NPT

1/2" NPT
12L14
1018

316 SS

316 SS
316 SS
316 SS

BV12-D-LA
BV12-D-10A
BV12-D-2A

THREAD
SIZE PART NO.

STINGER

3/4" TO 7/8" HEX

STOP PIN

7/8" TO 2" HEX

VENTING PORT

BALL

1/4" TO 1-1/2" NPT

OAL

STOP PIN

7/8" TO 1-1/8" HEX

STINGER

VENTING PORT

BALL

1/4" TO 3/4" NPT

**TC**

TC

TC

TC

TC

TC

TC

MATERIAL
BODY STEM

MATERIAL

THREAD
SIZE


