
316101 Vallen Drive • Houston, Texas 77041 • 713-744-9880 • 1-800-231-0233 • Fax: 713-744-9881  Vesta-PGI Manufacturing

featuring positive flow ball supportV E N T E D  C A P B O D Y G R E A S E  F I T T I N G S

**CA=AISI 52100 Chrome Alloy ~ Other materials and plating available upon request. PLEASE CONSULT FACTORY FOR PRODUCT AVAILABILITIES. 

For Service to 10,000 PSI

Vented Cap Body Grease Fittings

**CA**

CA

CA

CA

CA

K-Monel®1" NPT

3/4" NPT

1/2" NPT

BG10N8-10
BG10N8-C0
BG10N8-80
BG10N8-70
BG10N6-10
BG10N6-C0
BG10N6-80
BG10N6-70
BG10N4-10
BG10N4-C0
BG10N4-80
BG10N4-70
BG10N3-10
BG10N3-C0
BG10N3-80
BG10N3-70
BG10N2-10
BG10N2-C0
BG10N2-80
BG10N2-70

BGF1
BGF1-2
BGF1-3
BGF1-L3
BGF34
BGF34-2
BGF34-3
BGF34-L3
BGF12
BGF12-2
BGF12-3
BGF12-L3
BGF38
BGF38-2
BGF38-3
BGF38-L3
BGF14
BGF14-2
BGF14-3
BGF14-L3

- - -
- - -
- - -
- - -
- - -
- - -
- - -
- - -

A1-521-10
A1-521-C0
A1-521-80

- - -
A1-520-10
A1-520-C0
A1-520-80

- - -
A1-519-10
A1-519-C0
A1-519-80

- - -

1215
316 SS
4140
4130
1215

316 SS
4140
4130
1215

316 SS
4140
4130
1215

316 SS
4140
4130
1215

316 SS
4140
4130

Zinc-Cobalt
- - -

Zinc-Cobalt
- - -

Zinc-Cobalt
- - -

Zinc-Cobalt
- - -

Zinc-Cobalt
- - -

Zinc-Cobalt

Zinc-Cobalt

Zinc-Cobalt

Zinc-Cobalt

Zinc-Cobalt

MATERIAL NEW PART NO. PLATING HEAT TREATMENT BALL SPRING

302 SS

302 SS

302 SS

302 SS

302 SS

Inconel
X-750

K-Monel® Inconel
X-750

K-Monel® Inconel
X-750

K-Monel® Inconel
X-750

K-Monel® Inconel
X-750

OLD VESTA
.PART NO.

OLD PGI
.PART NO.

3/8" NPT

1/4" NPT

- - -
Annealed (NACE)

- - -
Annealed (NACE)

- - -
Annealed (NACE)

- - -
Annealed (NACE)

- - -
Annealed (NACE)

Rc 22 Max (NACE)

Rc 22 Max (NACE)

Rc 22 Max (NACE)

Rc 22 Max (NACE)

Zinc-Cobalt

Rc 22 Max (NACE)

For Service to 10,000 PSI

Vented Cap Body Grease Fittings with Giant Button Head

**CA**

CA

CA

CA

CA

K-Monel®

K-Monel®

K-Monel®

K-Monel®

1" NPT

3/4" NPT

1/2" NPT

BH10N8-10
BH10N8-C0
BH10N8-80
BH10N8-70
BH10N6-10
BH10N6-C0
BH10N6-80
BH10N6-70
BH10N4-10
BH10N4-C0
BH10N4-80
BH10N4-70
BH10N3-10
BH10N3-C0
BH10N3-80
BH10N3-70
BH10N2-10
BH10N2-C0
BH10N2-80
BH10N2-70

BGF1-BH
BGF1-BH-2
BGF1-BH-3
BGF1-BH-L3
BGF34-BH
BGF34-BH-2
BGF34-BH-3
BGF34-BH-L3
BGF12-BH
BGF12-BH-2
BGF12-BH-3
BGF12-BH-L3
BGF38-BH
BGF38-BH-2
BGF38-BH-3
BGF38-BH-L3
BGF14-BH
BGF14-BH-2
BGF14-BH-3
BGF14-BH-L3

- - -
- - -
- - -
- - -

A1-522-10
A1-522-C0

- - -
- - -

A1-518-10
A1-518-C0
A1-518-80

- - -
A1-517-10
A1-517-C0
A1-517-80

- - -
A1-516-10
A1-516-C0
A1-516-80

- - -

1215
316 SS
4140
4130
1215

316 SS
4140
4130
1215

316 SS
4140
4130
1215

316 SS
4140
4130
1215

316 SS
4140
4130

Zinc-Cobalt
- - -

Zinc-Cobalt
- - -

Zinc-Cobalt
- - -

Zinc-Cobalt
- - -

Zinc-Cobalt
- - -

Zinc-Cobalt

Zinc-Cobalt

Zinc-Cobalt

Zinc-Cobalt

Zinc-Cobalt

MATERIAL NEW PART NO. PLATING HEAT TREATMENT BALL SPRING

K-Monel®

302 SS

302 SS

302 SS

302 SS

302 SS

Inconel
X-750

Inconel
X-750

Inconel
X-750

Inconel
X-750

Inconel
X-750

OLD VESTA
.PART NO.

OLD PGI
.PART NO.

3/8" NPT

1/4" NPT

- - -
Annealed (NACE)

- - -
Annealed (NACE)

- - -
Annealed (NACE)

- - -
Annealed (NACE)

- - -
Annealed (NACE)

Rc 22 Max (NACE)

Rc 22 Max (NACE)

Rc 22 Max (NACE)

Rc 22 Max (NACE)

Zinc-Cobalt

Rc 22 Max (NACE)

VENT CAP BODY BALL POSITIVE FLOW
BALL SUPPORT

SPRING

HEAVY-DUTY
RADIAL RIVET
CRIMP

1"-14 UNS

BALL

1" TO 1-5/16"
WRENCH HEX

POSITIVE FLOW
BALL SUPPORT

SPRING

1/4" TO 1"
NPT THREAD

HEAVY-DUTY
RADIAL RIVET
CRIMP

VENT CAP,
1-1/4" HEX

1"-14 UNS

BALL

1" TO 1-5/16"
WRENCH HEX

POSITIVE FLOW
BALL SUPPORT

SPRING

1/4" TO 1"
NPT THREAD

HEAVY-DUTY
RADIAL RIVET
CRIMP

VENT CAP,
1-1/4" HEX

LUBRICANT FLOW
(90° ROTATION VIEW)

THREAD
SIZE

THREAD
SIZE

Our standard body grease fitting features the Positive
Flow Ball Support. This design directs the flow of the
lubricant and/or sealant through the center of the spring
without passing through the spring coil, reducing the 
tendency to “pack-off.” The Positive Flow Ball Support is
available in many other fitting styles.

Another feature of the standard body grease fitting is the
heavy-duty radial rivet crimp. This special crimp provides
the best “blow-out” protection of any available crimped
style fitting. The radial rivet crimp process conforms to
the latest revision of NACE.

Lubricant passes around the ball and through
the center of the ball support and spring,
without passing through the spring coil.


