
VALVE LUBE SEALANT STICK PACKAGING 

 

STICK LUBE SEALANT 

Stick lube sealant provides the following advantages: 

 Greater sealing ability than bulk lube sealant due to its higher viscosity 

 Enhanced lubricity for easier valve operation 

 Val-Tex lube sealants vary in viscosities  

 Size J, K and V sticks are packaged in user friendly, biodegradable 

cellophane wrapped sticks 

Val-Tex stick lube sealants are available in a variety of sizes and packaging to fit your 

existing lubrication equipment.   

Please refer to the chart below for detailed information. 

 DIAMETER LENGTH    NET WEIGHT 

SIZE INCH. MM. INCH. MM. SUGGESTED LUBRICATION EQUIPMENT STICKS PER 
BOX 

LBS. KILOS. 

A 1/4" 6.35 1  1/2 38.1 LUBE SCREW 48 -- -- 

B 3/8" 9.53 1  1/2 38.1 LUBE SCREW, MM 24 -- -- 

C 7/16" 11.11 2  1/8 53.98 LUBE SCREW 24 -- -- 

D 1/2" 12.7 2  5/8 66.68 LUBE SCREW 24 -- -- 

G 5/8" 15.88 3  1/2 88.9 LUBE SCREW 24 -- -- 

J* 1  3/8 34.93 8  1/2 215.9 QS-1800A, QS-2000A, QS-2200A, 1400 16 8 3.63 

J-6** 1  3/8 34.96 8  1/2 215.9 QS-1800A, QS-2000A, QS-2200A, 1400 6 3 1.38 

K* 1  1/2 38.1 10  1/2 266.7 QS-1800A-K, QS-2000A-K, QS-2200A-K, 
1000A-31GB, 6268A-13-G 

12 8 3.63 

V 4 101.6 10 254 QS-5000-C 4 20 9.07 

 

* 6 Boxes per case 

** 8 boxes per case 


